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Attachment C 

 

Wastewater Discharge Monitoring Program 

 

1. Stormwater and Process Wastewater Sampling Instructions: 
 

Within five (5) days of receiving this Request, initiate sampling and analysis as directed for each 

facility as noted below, and continue sampling at the specified frequency until instructed 

otherwise.  Monitoring report results shall be submitted to EPA monthly. 

 

Sampling and analysis for stormwaters at each outfall as specified below shall be performed on a 

monthly basis unless there is not a measurable storm event.  If sampling is not feasible due to 

adverse weather conditions, as outlined in Section 6.1.5 of EPA’s September 29, 2008, Multi-

Sector General Permit for Stormwater Discharges Associated with Industrial Activities (the 

“2008-MSGP”), you must collect a sample as soon as practical after the first 30 minutes and 

submit documentation explaining why it was not possible to take samples within the first 30 

minutes of the storm event. 

 

The collection and analysis of each storm water sample, at each outfall, shall be performed 

during each measurable storm event and in accordance with the requirements of Part 6 of the 

2008-MSGP.  Sampling and analysis events shall also be accompanied by a recorded Visual 

Monitoring event.  Visual Monitoring shall document observations and conditions set forth in 

Part 4.2 of the 2008-MSGP.  If adverse climate conditions prevent collection of samples, such 

conditions must be documented as part of the weekly monitoring reports.  Collection of samples 

shall occur as soon as practicable.  For more information on how to collect samples, please refer 

to the Agency’s Guidance Manual for the Monitoring and Reporting Requirements of the 

NPDES Multi-Sector Storm Water General Permit, January 1999. 

 

Process wastewater discharges, if applicable, shall be sampled and analyzed as specified below, 

and shall continue until instructed otherwise or until the discharge permanently ceases. 

 

Sampling and analysis for this Request shall complement sampling required under each facility’s 

applicable NPDES permit.  Sampling for NPDES permits can be used to satisfy the sampling 

requirements of this Request and vice-versa. 

 

2. Sampling and Analysis Protocols and Reporting Requirements: 
 

All sampling and analysis must be performed in accordance with Agency approved test and 

analytical methods set forth in 40 C.F.R. Part 136.  Sampling reports must contain the following: 

 

· the date of the sampling event; 

· the exact location where samples are taken; 

· the method(s) used to collect the samples; 

· the time of sampling event in relation to the start of the measurable storm event; 

· the duration of the storm event; 

· the estimated or actual flow rate (in gallons per minute) through each Outfall; 
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· the name of the person(s) collecting the samples; 

· the date the analysis was performed; 

· the name of the person(s) performing the analysis; 

· the analytical techniques/methods used; 

· the results of such analysis; 

· a certification statement as outlined at 40 C.F.R. § 403.6(a)(2)(ii) signed by the 

appropriate signatory as defined at 40 C.F.R. § 403.12(l); and  

· the chain-of-custody form. 

 

For storm water monitoring, please provide the following additional information. 

 

· the time of sampling event in relation to the start of the measurable storm event; and 

· the duration of the storm event.   

 

If a sample result is in violation of an effluent limitation or exceeds a benchmark monitoring 

concentration in the 2008-MSGP, the Facility must indicate the cause of the exceedance and 

explain what action(s) are being taken or have been taken to eliminate future exceedances. 

 

3. Norwood Facility: 
 

Conduct stormwater discharge monitoring for total suspended solids (“TSS”) at all outfalls other 

than NPDES permitted Outfalls 001 through 004 and identified in a facility site diagram entitled 

“NPDES Permit – Site Plan, dated December 21, 2012 prepared by GZA, and a March 20 2012 

submission to EPA.  Please clearly label/identify all collection sampling locations for each result.  

Nomenclature for sampling locations shall be consistent with outfall locations identified in the 

Facility’s SWPPP. 

 

4. Worcester Facility: 

 

Conduct stormwater discharge monitoring from the following NPDES outfalls for the following 

pollutants: 

 

Location    Pollutants 

 

SW 1 & SW 4    Total Copper and Total Aluminum 

SW 6 & SW 7    Total Aluminum 

Outfall 003, Outfall 001 & SW 5 Total Copper, Total Zinc and Total Aluminum 

 

In addition, the facility shall collect stormwater discharge samples for total copper, total zinc, 

and total aluminum from the following locations/drainage areas labeled by EPA in the attached 

aerial Sampling Plates A through C: 
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Plates  Sampling Location    

 

Plate A  Bldg. 115: Drain #4, Drain #5, or Drain #6. 

Plate B Courtyard between Bldg. 115 and Bldg. 120: Drain #7 or Drain #8, and 

E Street Drain#9 or Drain #10. 

Plate C  C Street between Bldgs. 527 and Bldg. 528: Drain #13, Drain #14, or Drain #15. 

 

5. Milford Facility: 

 

Monitoring for the process wastewaters listed below shall occur at a location where process 

wastewaters do not commingle with any other non-process wastewater (e.g., stormwaters). 

Sampling shall be performed during normal operating hours and conditions. 

 

Sampling and analysis of process wastewaters shall be as follows: 

 

(1) Once per week during dry weather conditions for process wastewaters from cullet drag-

out that ultimately discharge to neighboring wetlands and or surface waters.  

 

(2) On a daily basis and continuously, record continuous discharges for pH and flow (in 

gallons per day) for wastewaters introduced into the sanitary sewer system.  

 

(3) For non-contact cooling wastewaters, in accordance with the frequency specified in 

EPA’s NPDES General Permit for Non-Contact Cooling Water Discharges for total 

residual chlorine, pH, flow, and temperature. 

 

In order to be relieved from sampling and analysis for the Milford Facility, you must submit a 

request accompanied by a certification statement that all process wastewater discharges have 

stopped.  Discharge of process wastewater except in compliance with the terms and conditions of 

a permit issued pursuant to Section 402 of the Act violates Section 301 of the Act. 
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